STANDARD
DECKING
STRUCTURE
SIDE FENDER (€N
DECKING SCREWS
WOOD TREATMENT 0.40 CCA 0.60 CCA

- WOOD TREATMENT IS CONFORMED WITH THE

CAN/CSA-080-M89 STANDARD
- WOOD CLASSIFICATION

IS CONFORMED WITH THE NLGA STANDARD

QUALITY NO.1 TO S4S FINISH

- ALL STEEL BOLTS ARE HOT DIP
GALVANIZED ACCORDING TO ACNOR
G164-M 1981

- ALL STAINLESS STEEL BOLTS,
NUTS AND WASHERS ARE TYPE 304

- ALL ALUMINIUM EXTRUSION TYPE 6061-T6
- DESIGN CONFORMS TO THE CURRENT EDITION
OF THE "ALUMINUM ASSOCIATION SPECIFICATION

FOR ALUMINUM STRUCTURES"
- BOLTS, NUTS AND WASHERS ARE

CONFORMED WITH ASTM A325 HOT DIP GALV.

ALUMINUM
CROSS MEMBERS
EXTRUSION

PRESENTATION/C-300/3D-C300-FING.DWG

2"X4"S.Y.P.
DECK SUPPORT

1" X 6" WOOD DECKING
(S.Y.P.-K.D.A.T. 19% ROUND EDGE)
OR OPTIONAL SOLID PLASTIC BOARD.

BLACK POLYETHYLENE HIGH

DENSITY PLASTIC RESIN FLOATS,

ROTATIONALLY MOLDED, FILLED
WITH EXPANDED POLYSTYRENE
FOAM (1 Lbs/Ft® MIN.) WITH

10 YEARS WARRANTY

Les PRODUITS
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Tel: [819] 326-7041

Fax: [819] 326-6029
Sans frais/Toll free
1-800-361-3625
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